
Building Code Regulations and Associated Requirements  
For Design Professionals 

 
CONSTRUCTION CODE LOCAL DESIGN CRITERIA: 
Ground Snow Load: 50 psf 
Basic Wind Speed: 115 mph 
Seismic Design: B 
Weathering Probability: Severe 
Frost Depth: 42 inches 
Termite Infestation: Moderate to Heavy 
Winter Design Temp: -5 F 
Ice Barrier Underlayment Required: Yes 
Flood Hazard: Site specific 
Air Freezing Index: 2000 
Mean Annual temp: 40 degrees 
 
 
LOCAL REGULATIONS: 
 
MAXIMUM BUILDING HEIGHT: 35 FEET ALL ZONES 
 
BUILDING SETBACKS (PRIMARY STRUCTURES) 
     RURAL RESIDENTIAL ZONING DISTRICT: 
          FRONT: 35 feet from road right of way 
          SIDES & REAR - 30 feet 
     NEIGHBORHOOD DEVELOPMENT ZONING DISTRICT: 
          FRONT: 40 feet from road right of way 
          SIDES AND REAR: 15 feet 
     INDUSTRIAL ZONING DISTRICT: 
          FRONT: 60 feet from road right of way 
          SIDES AND REAR: 30 feet 
     RIVER ZONING DISTRICT: 
          FRONT: 50 feet from road right of way 
          SIDES AND REAR: 40 feet 
          DELAWARE RIVER 100 feet from river 


